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Scion tC 


1. The 2006 Scion tC is the sportiest vehicle of the Scion line from Toyota. 
The tC is the only model that uses a transponder key. It is standard on all 
tC models. Resetting the immobilizer, adding and deleting keys can be 
done with the Code-Seeker, MVP, T-Code, or the PRO unit. 


All on-board key programming has been eliminated for this model and a 
dealer only key is required. There is no aftermarket locks available yet, but 
A.S.P. pinning kit #A-30-150 contains the correct wafers. For the key you will 
need Scion part number 89070-21050 for the master key with remote, valet 
key is part number 89786-21020 and Toyota part number 89785-08020 will 
also work, but NO aftermarket keys will program into this vehicle. 


Door Lock Removal and Disassembly 


2. It is very easy to 
originate keys for the 
Scion tC. The door locks 
are easy to remove and the 
key code is stamped on the 
Drivers side door lock. 
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Manufacturers: Interested in 
offering rebates or discounts to 
NLAA members? Contact Marc 
Goldberg at the Home Office 
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3. Begin by removing the round black rubber grommet 
along the door edge. 


4. Once the grommet is removed, a Torx 27 screw is exposed. 
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5. With a Torx wrench, remove the screw which holds the lock in. 


7. The code is stamped clearly 
on the cylinder. 


6. After loosening the Torx-27 the lock cylinder will 
slide out. 
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8. With the door lock removed the wafers 
can be seen through the drain hole. 


10. Disassembly of the door lock is easy; 
a working key is not needed. Begin by removing 
the C-Clip at the rear of the lock and then 
remove the spring. 


9. The front plastic cap on the lock 
can be removed by unsnapping it. 
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12. The last eight of 
the 10 total cuts are 
found in this lock. 
Remember Toyota 
wafers are stamped 
OPPOSITE their actual 
cut. There are two 
Scion keys that will 
work for this vehicle. 
Part number 89070- 
21050 is the master 
key with remote. Part 
number 89786-21020 
is the valet key. Toyota 
part number 89785- 
08020 will also work, 
but NO aftermarket 
keys will program into 
this vehicle. 


11. Next, gently pry off 
the face cap. The cap it 
will be re-used. The 
cylinder will come out 
the front of the lock. 
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13. The glove box lock 
cylinder is held in with 
a small retainer. Use a 
small screwdriver to 
depress the retainer 
and the cylinder can 
be pulled out the 
front. The glove box 
contains only 4 wafers 
so it is not very useful 
by itself for any kind 
of progression 


14. The ignition lock is 
held in with an active 
retainer. The shroud 
must be removed and 
the key turned to the 
“Accessory” position 
for the cylinder to 
come out. 


Glove Box Lock Removal and Disassembly 


Ignition Lock Removal and Disassembly 
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15. Begin by removing the two Phillips screws 
on either side of the shroud behind 
the steering wheel. Turn the wheel hard left 
to expose the screw. 


17. Then turn the wheel hard right 
to expose the shroud screw on the right. 


16. Remove shroud screw on left. 
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18. Now carefully separate the bottom shroud. 


20. With the shroud removed the ignition switch 
is exposed. 


19. The top half of the shroud will then need to be 
lifted to expose the ignition lock. 
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21. You will then need to carefully slide off the antenna 
ring before removing the lock cylinder. 


22. Once the antenna ring is off just let it hang there. 


23. Insert the key and rotate to the accessory position. 


24. With the key in the “Accessory” position 
depress the retainer and the cylinder will come out. 
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25. If you don’t have a working key, pick the lock and rotate. 


26. Location of the active retainer shown with the lock removed. 


27. The ignition lock removed. 


28. There are two solid roll pins that secure the lock face 
to the body. One of the pins has an open area that allows 
you to push it out from the back with a sharpened punch. 
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29. The other pin has no rear access. You will 
need to drill a hole in the housing and push the 
pin outward. Now the face cap will come off. 


30. Remove the “C” clip on the rear of the lock 
and the plug will come out the front. The ignition 
lock contains all 10 tumblers in 5 chambers. 
2 tumblers are shared in each chamber. 
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